
	               

Clamps for fork - brake mount fatigue test
ISO 4210-6 part: 5.6
EN 15194 part: 4.3.8.7.4

Clamping kit for running fatigue tests on fork - 
brake mount.
Compatible with BYC‑100 series frames.

Includes the complete accessories:
•	 Front fork mounting fixture
•	 Connecting bracket — load‑application lever
•	 Angled actuator mounting support

FORK - BRAKE MOUNT FATIGUE TEST
according to ISO 4210-6 and EN 15194
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A-BYC-09

Connecting bracket and rear actuator mounting

Al fine di migliorare le prestazioni tecniche del prodotto, la società si riserva di apportare variazioni senza preavviso.
In order to improve the technical performances of the product, the company reserves the right to make any change without notice.

The connecting bracket provides a rigid connection to the fork and enables simulation of the braking torque 
as applied by the actual caliper. The C‑slot allows simulation of different maximum tyre radii as required by 
the standard without replacing the connecting bracket. Axial alignment of the load applied by the actuator, 
which is mounted on a dedicated support compatible with the BYC‑100 frame interface plate, is ensured by the 
spherical joint.
Available in various sizes manufactured to customer specifications.

Rif. Dimensions [mm]
A 467

B 125

C 147

D 145

L 58



www.litem.info

A-BYC-09 Accessories

Al fine di migliorare le prestazioni tecniche del prodotto, la società si riserva di apportare variazioni senza preavviso.
In order to improve the technical performances of the product, the company reserves the right to make any change without notice.

Fork support

Allows clamping of the front fork in a horizontal 
position for performing the fatigue test on the front 
disc‑brake mount — as required by the standard.

Compatible with the BYC‑100 frame interface plate.

Rif. Dimensions [mm]
A 145

B 120

C 75

D 28

H 50
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Rif. Dimensions [mm]
A 220

B 710

C 230

D 620

Rw min 254 (20")

Rw max 368 (29")
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